


















Boeing Basic Specification

BACC18U
BACC18W
BACC18Z
BACC18AA
BACC18AC
BACC18AD
BACC18AE
10-60806-XX
10-60806-XXXX

Boeing (DPD)

5D0001
None
None

Sensata
Style

7274-21
7276-13
2TC6
2TC14
6TC6
2TC47
9TC6
6752-304
6752-311

7274-62
7274-55
7276-115

Airbus Basic Specification

NSA931303
NSA931304
NSA931320
NSA931321
NSA931322
NSA931323
NSA931324
NSA931325
E0730-005
E0731-005
E0732-005
E0733-005

Sensata
Style

6752-12
6752-305
2TC50
5TC50
6TC50
15TC50
2TC64
6TC64
2TC65
6TC65
5TC65
15TC65

Commercial Aircraft Circuit Breaker Cross Reference

QPL approved Aircraft Circuit Breakers speci�cations have been or are in the process of being converted to SAE
industry standard. The speci�cation requirements and part marking remains as per the original military slash
sheet. The only di�erence is the SAE industry designation for the military slash sheet.

Lockheed Basic Specification

LS10158

LS10159S

Sensata
Style

2TC20, 3TC20
2TC26/3TC26
6TC20, 9TC20
6TC26/9TC26

For FAA/PMA part availability go to www.sensata.com

Cross Reference

European Norms

EN2495
EN2592
EN2794
EN2995
EN2996
EN3661
EN3662
EN3773
EN3774

AS Number

AS 33201
AS 33201L
AS 33201V
AS 14105
AS 14105L
AS 14153
AS 14154
AS 14154L

Sensata Number

2TC2
2TC27
2TC63
3TC2
3TC27
9TC2
6TC2
6TC37

AS Number

AS 14154V
AS 22073
AS 22073V
AS 26574
AS 25244
AS 25244(P)

Sensata Number

6TC63
7274-11
7274-69
7274-2
3TC7
3TC8

AS Number

AS 26574A
AS 26574L
AS 24509A
AS 24509B
AS 24510A
AS 24510B

Sensata Number

7274-4
7274-70
7270-1
7270-7
7271-8
7271-3



Simplified Glossary of Circuit Breaker Terms
Circuit breaker– A device
designed to carry a speci�c value
of current and automatically open
a circuit upon overloads or
short circuits.

Thermal circuit breaker –
A circuit breaker that senses a 
current overload based on thermal
heating of the sensing element.

Time-current curve – An approx-
imate graph showing the minimum
and maximum time a speci�c
breaker will take to trip on various
degrees of overload.

Ambient compensation –
A feature of some thermal breakers
that limits or eliminates thermal
derating due to ambient
temperature.

Minimum ultimate trip – Current
rating at which a breaker will not
trip within a certain period (usually
1 hour) at a speci�ed temperature.

Maximum ultimate trip – Current
rating at which a breaker must trip
within a certain period (usually 1
hour) at a speci�ed temperature.
Thermal derating – Tendency of a
breaker to trip at lower current
levels due to higher ambient
temperatures, and to trip at higher
levels due to lower ambient
temperatures.

Trip-free – Feature of certain 
breakers that makes it impossible to
hold the breaker closed against an
overload.

Manual reset – Method of
accomplishing reclosure after
circuit interruption has occurred.

Indicating, non-indicating –
Whether or not breaker gives
prominent visual indication of
opening, such as exposing a white
band around button, or moving
toggle to o� position.

Manual trip – Ability of breaker
to be opened manually.

Auxiliary circuit – An integrally
housed, electrically independent
switch linked mechanically to
operate with the main circuit
breaker contacts. 

Voltage drop – The voltage
decrease across the breaker due to
internal resistance of the device.

WARRANTY

Sensata Technologies warrants its circuit  breakers
against faulty workmanship or the use of
defective materials for a period of 18 months
from date of manufacture. This warranty
applies only to products purchased directly
from Sensata Technologies or through an author-
ized Sensata Technologies distributor. During the
warranty period, any circuit breaker found by
Sensata Technologies, in its sole judgement, to be
defective, will be repaired or replaced, at the
option of Sensata Technologies. Under no circum-
stances does Sensata Technologies responsibility
or liability extend to incidental or consequen-
tial damages whatsoever.

The foregoing is in lieu of all warranties 
express, implied or statutory, including, but not
limited to, any implied warranty of merchant-
ability and fitness for a purpose and of any
other warranty obligation on the part of
Sensata Technologies.

Important Notice:  Sensata Technologies (Sensata) reserves the right to make changes to or discontinue any product or 
service identified in this publication without notice. Sensata advises its customers to obtain the latest version of the relevant 
information to verify, before placing any orders, that the information being relied upon is current. Sensata assumes no re-
sponsibility for infringement of patents or rights of others based on Sensata applications assistance or product specifications 
since Sensata does not possess full access concerning the use or application of customers’ products. Sensata also assumes 
no responsibility for customers’ product designs.
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Authorized U.S. Distributors of All Products

Name

Peerless Electronics

Flame Enterprises

TPS Aviation

Avio Diepen
Wesco Aircraft

Main Office

Lynbrook, NY

Canoga Park, CA

Hayward, CA
Atlanta, GA
Wichita, KS

Phone

(800) 285-2121
(516) 593-2121
(800) 854-2255
(818) 700-2905
(510) 475-1010
(770) 996-6430
(800) 544-4070

Fax

(516) 593-2179

(818) 700-9168

(510) 475-8817
(770) 996-8430

Web Site

www.peerlesselectronics.com

www.flamecorp.com

www.avio-diepen.com
www.airtechnics.com

Name

JB Controls
Avio Diepen
Charcroft Electronics Ltd
Odem Electronics
Patton Air
Precision Technologies

Main Office

Paris, France
Holland
England
Israel
Italy
Singapore

Phone

33 1 56 47 04 04
31 172 449759
+44 (0) 1591 610408
972 3 966 0340
39 331 792 658
6 65 27 34 573

Fax

33 1 56 47 04 05
31 172 449789

972 3 966 0345
39 331 796 552
6 65 27 38 898

Web Site

jboher@jbcontrols.com
avio-diepen@avio-diepen.com
sales@charcroft.com
www.odem.co.il
provest@logic.it
pretech@singnet.com.sg

Other Distributors and Sales Agents

Authorized Distributors
Kansas


